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BLADDER REPAIR

7.	 Unscrew the secure ring from the 

	 Air Port Valve II using the provided tool. 

8.	 Push the Air Port Valve II in the leading 

	 edge cavity. 

9.	 Remove each side of the bladder form the leading edge, leaving the kite line

	 inside the leading edge for re-insertion.

9.2.	 REMOVING THE STRUT BLADDERS

1.	 Remove the rubber hose form the strut valve.

2.	 Push the bladder valve in the strut cavity.

BLADDER REPAIR
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BLADDER REPAIR

3.	 Turn it sideways and have a close look at the front part of the strut.

4.	 Disconnect the small white rope from the loop webbing.

5.	 Pull out the white rope carefully.

5.	 Take one of the flying lines and halve it. Connect the white rope to this line and secure it with two 

knots.
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BLADDER REPAIR

7.	 Turn the strut over to the other side and push the valve into the strut.

8.	 Ensure that the valve can move inside the strut freely.

9.	 Now have a look at the strut end.

10.	Remove the strut flap and pull carefully on the bladder.

11.	Ensure that the flying line you attached at the front of the strut can slide through the strut hole 

easily.

BLADDER REPAIR
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BLADDER REPAIR

12.	Pull out the entire bladder through the strut end.

13.	Remove the flying line from the bladder, ensuring that you keep the flying line inside the strut in 

order to be able to replace the bladder again.

14.	To reinstall please follow the above steps backwards.

9.3.	 BLADDER REPAIR

For repairing small holes we recommend using the repair kit from DUOTONE.

1.	 Inflate the bladder and wipe it with a sponge soaked in soapy water or submerge portions of the 

bladder in a tub of water. Air bubbles indicate holes.

2.	 Mark the hole and deflate the bladder.

3.	 Dry the bladder around the hole.
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4.	 For small holes use the self-adhesive repair patches.

5.	 For bigger holes: cut a round patch out of the enclosed tube material.

6.	 Spread the patch and the damaged area with a thin layer of contact glue and let both sides begin 

to dry.

7.	 Now press both sides together.

9.4.	 RE-INSERTING LEADING EDGE BLADDER

1.	 Before you begin to reinsert the bladder make sure the air valves are aiming in the direction of the 

valve openings.

2.	 Fold the bladder according the picture and lay the folded bladder in front of the zipper of the  

leading edge.

BLADDER REPAIR
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BLADDER REPAIR

3.	 Pull carefully on the line coming out of the middle of the leading edge and feed the bladder back 

into the cavity.

4.	 Be sure that it is inserted correctly without twisting.

5.	 When the bladder is completely inserted, make sure that the air valves are positioned correctly in 

the valve openings.

6.	 Position the Air Port Valve II in the valve 

	 opening. Make sure that the 2 pins of the valve 

	 are positioned correctly into the leading edge.

7.	 Screw the secure ring back onto the valve.

8.	 Re-attach the rubber hoses to the leading edge valves.

9.	 Close all lazy-pump-cleats.

10.	Fill the leading edge with air carefully.

11.	Check that the bladder has been correctly inserted and look for wrinkles in the material. If you 

detect any irregularities in the air tube or if the valve is not positioned correctly, deflate and start 

over again.

12.	Roll up the excess bladder and close the flaps at the wing tips.
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10.	 WINDSPEED AND KITE SIZE

This kite is superbly easy to water re-launch and offers easy, predictable performance. Only a 

few knots of wind speed is required to fly this kite. Kiteboarding, however, generally requires 

more wind, depending not only on rider ability but also the size of kite, rider and board.

The following table demonstrates the approximate average wind speeds in which kites of  

different sizes can be used by kiteboarders of various skill levels and weights. Riders who are 

significantly heavier or lighter should use, for a given wind speed range, kites that are one size 

bigger or smaller respectively. These represent a rough guide only.

SIZE WIND RANGE

[KN]

LINE LENGTH RECOMMENDATION

[M]

	 6 	 23	-	38 22

	 7 	 21	-	36 22

	 8 	 19	-	34 22

	 9 	 17	-	32 22

	 10 	 15	-	30 22

	 11 	 14	-	27 22 - 24

	 12 	 13	-	24 22 - 24

	 13 	 12	-	21 22 - 24

	 14,5 	 11	-	20 22 - 24

WARRANTY POLICY
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11.	 WARRANTY POLICY

-	� DUOTONE Warrants this product to be free of major defects in material or workmanship to the  

original purchaser for a period of six months from the original date of purchase. This warranty is 

subject to the following limitations: The warranty is valid only when the product is used for kiteboar-

ding on water and does not cover products used in rental or teaching operations.

-	 DUOTONE will make the final warranty determination, which may require inspection and/or photos 

of the equipment, which clearly show the defect(s). If necessary, this information must be sent to the 

DUOTONE distributor in your country, postage prepaid. 

-	� If a product is deemed to be defective by DUOTONE, the warranty covers the repair or replacement of 

the defective product only.

-	� DUOTONE will not be responsible for any costs, losses or damages incurred as a result of loss of use 

of this product. The warranty does not cover damage caused by misuse, abuse, neglect or normal 

wear and tear including but not limited to, rigging with other than DUOTONE components, damage

	 due to excessive sun exposure, damage caused by improper handling or storage, damage caused by 

use in the waves or shore break and damage caused by anything other than defects in material and 

workmanship.

-	� This warranty is voided if any unauthorized repair, change or modification has been made to any 

part of the equipment. The warranty for any repaired or replaced equipment is good from the date of

	 the original purchase only. The original purchase receipt must accompany all warranty claims. The 

name of the retailer and date of purchase must be clear and legible. There are no warranties that 

extend beyond the warranty specified herein.

WARRANTY CLAIMS

-	 Warranty claims must be processed and be issued a return authorization prior to shipping to 

DUOTONE.
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